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HOOD INLET CORRUGATED METAL PIPE 8" TO 36" DIAMETER
DETAILS FOR FABRICATION OF INLET AND BAFFLE
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SHALL BE OF THE SAME MATERIAL AND HAVE THE SAME COATING AS THE PPE TO
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STEEL ANGLE
1/4" SQUARE BUTT JOINT
ED ON ONE SIDE.

BOLTS
ANGLE BRACE PIPE BRACE
NOTE: 1|_ BOLTS
FABRICATE INLET AND
OF CM. PIPE ALONG 0.75
THIS LINE.
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NOTES:

BOLTS SHALL BE 1/2°x1 1 WITH NUT AND SPLIT WASHER.

HOLES FOR BOLTS SHALL BE DRILLED 9/16" DIAMETER.

NUTS,BOLTS AND WASHERS SHALL BE GALVANIZED OR STAINLESS STEEL
ALL CUTS SHALL BE SAW OR SHEAR CUTS

HOLES IN THE ANGLE BRACE SHALL BE SPACED AND LOCATED TO MATCH
CORRUGATIONS IN PIPE AND BAFFLE.

ALL GALVANIZING DAMAGED BY CUTTINGDRILLING OR WELDING SHALL BE
E)EGPDAIERE%MBERPMNHNG WITH TWO (2) SEATS OF ZINC DUST-ZINC

WELDED STEEL PIPE—HOODED INLET
DETAILS FOR INLET BAFFLE AND ANTI-SEEP COLLAR
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BAFFLE_MAY BE
SQUARE OR ROUND
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NOTE: ALL WELDS SHALL BE WATERTIGHT.

- ALL PIPE AND STEEL PLATES SHALL
(1.5 D) HAVE MINIMUM THICKNESS OF — .
BAFFLE

BAFFLE

WELD OR BOLT
/ TO PIPE CONDUIT

INLET SECTION

INLET DETAILS
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